DEPARTMENT OF THE INTERIOR
Office of U, S. Surveyor General

San Francisco, California

March 10, 1921.

I, Louis H. Mooser, U. 3. Surveyor Ueneral for California,
do hereby certify that the annexed transcript of field notes of
sections 8, 17 and 20 and the North lines of sections 7, 18 and
15, T. 3 ¥., R. 14 V., 8. B. I, 18 a true and literal exemplifi-
cation of the officlal field notes which are on file in this
office.

IN TESTIMONY JHEREOF, I have hereunto subscribed my‘name and
caused the seal of this office to be affized on the day - year

above written,
Louis H. Mooser (Signed)

United States Surveyor CGeneral

for California,
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Part 29

Vol, 163

M. G. Wheeler D8

Sept. ,'", 187"" T. 3 No, R. 15 'o, S. Bs M,

North on East Boundary of Sec. 25.
Var, lio I,
80,00 To cor. of secs. 24 & 25,
Deposited charred stake and set granite 20 x 156 x & 15 in
deep and raised stone mound in a ravine 100 links wide,

Course N, 80° West.
October 17, 1874

Bagt on & true line bet, secs. 1 and 1l2¢
Va, luﬂ E.

80,00 Set granite 16 x 10 x 6 10 in deep for core. to secs. 1
and 12 on the east side of a timbered ravine running North Wests
A Black Oak 15 in dia. bears N. 25*0 e 170 linke

A Black Oak 20 in.dia., bears 8, 6 5 links
A Black Oak & in 4di&, 8. 14 3/&» m. 1ho links
Part 28
Vol. 163 ,
H, J. Stevenson Begin at the established corner to secs. 24-25 in

April 25, 1881
the E.Bdysof the Tps.which agrees with the des-

cription furnished by the Surveyor General,

North on a random line,
Var. lite 35% Fast.

I set temporary half mile and mile posts at 40,00 and 80 OO chs.
At 240.60 cheins to a point 13 links East of the corner to
gsecs, 1 = 12 - 6 and 7
The correction for the true line will therefore be 20 links
North and 4 1/3 lks, W. per miles
From the cor. t0 8€c8e 1 - 12 = 6 = 7 I run 8., 0° 02% E. on a
true line on East Bdy. of sec. 1l2.

Var. 14e30% East

40,20 Set granite rock 20 x 12 x 9 one foot deep on South slope




To 3 No, Re 15 Wo, S. Bs Me

of mountain for the cor. to secs. 12 - 13- 7 - 18

July 28, 1831,

8. 02 02' E. on true line on E. Bdy. Sece 13.
Va. 14 30% E,

80,20 Set oak post U4 in dia. 3 feet long properly marked in mound
of rocks 2 feet high for the cor. to secse 13=2U4~18-19,

8. 0° 02t Egst on & true line on E. Bdy. Sec. 2H.
Var. 1le 30% East

80,20 To Corner. July 29, 1881

i o

Part 1i A

Vole394 Field Notes of the Resurvey of Exterior Lines of township 3
North, Range 1U4 West, San Bernardino Meridian California
by William A, Sickler Deputy Surveyor under his contract
No. 176 of April 22, 1901,

Resurvey of West Boundary

July 11 at &h Om A.M. l.m.ts I set off 34e 20% on the lat.
arc and 22¢ 12!' N. on the decl. arc and determine a true
meridian with the solar at the corner to sections 19, 24, 25
and 30 as set by Deputy Wheeler marked and witnessed as de-
termined by the Surveyor General.

Thence N. 0° 10% W, on random line between T. 3 N., ranges
14 and 15 West.

I make unsuccessful search for corners set by Deputy H. J.
Stevenson at each 4O and 80 chains where I leave tempora:y
corners,

24,50 A point 782 links E. of corner to secstions 1 and 12, which
is an oak post 4 inches square set firmly in the groﬁnd
matked T 3 N 8 6 on NE

R14 WS 78GFRon SE
8 12 on sw
R15¥ 81 on KW




81455

81e55

faces with 1 notch on N, and 5 notches on 8, edges. This

post was evidently set by Deputy Cutting in his survey of

San Gabriel Forest Reserve boundaries.

In his notes Deputy Cutting says he finds thbis corner as

Deputy Wheeler set it, except Yonly the stumps of the beering
trees remain®, I find a number of oak trees in the ¥icinity

and the remains of others evidently used in the mines near by.
The topography agrees in every partioular with Wheeler®s notes
and by a careful search at some distance to the 8., and E, I
failed to find any other corner or any other place that would
agree with the topography; theiefore without any evidence to

the contrary I am led to believe that Deputy Cutting found the
original corner, as he says; that he re~egtablished 1t by setting
this post and that he forgot to incorporate the act in his notes,
This theory is strengthened by the fact that he does not mention
in his notes of « « o « « « o« » o » having marked the initials

of the reservation on the corner, as he has done in every similar
case. I remove all marks on post referring to sections 6 and 7
and run 8, 2° E. on true line along E. boundary of section 12¢
Ascend along W. side of ridge.

Set & rock 14 x 10 x 6 fnches 10 inches in the ground for corner
to sections 12 and 13, marked with U notches on 8. and 2 notches
on N. edges and S G F R on E, face. Dig pits 18 x 18 x 12 inches
. W, and S. W. of rock 4} feet distant raise a mound of earth
4} feet base, 14 feet high W. of corner, The corner set by
Deputy Cutting which I destroy bears N, 50° 30' W. 345 links
distant,

8. 2° E. on true line on E. boundary of section 13,
Point for cormer to sections 13 and 24 and for iron post No.

35 of San Gabriel Forest Reserve, boundary falling on




81.55

39.00
10,00

43,00
48,00
7500

high precipitous mountain 1000 feet above Pacoima Canyon

where I am unable to set the iron post, I shall erect it
at the witness corner further 8.

Note: I was unable to find corner set by Deputy Cutting,

8, 2° E, on true line on E. boundary of Section 24,

Corner to sections 19, 24, 25 and 30 as establighed by
Deputy Wheeler, I re-set roock in ground 12 inches deep
mark S G F R on E face for boundary of S8an Gabriel Forest
Reserve and rebuild mound of rocks 3 feet base 2 feet high
W. of corner from which the corner set by Deputy Cutting
which I destroy, bears N. 38 3/4e W. 11,21 chains distants

Er—

Field Notes of the Subdivisions lines of Township 3 North,
West an Bernardino ridian.

North O0° 2% W, on true line between sections 28 and 29,
Set a rock 14 x 8 x 6 inches, 10 inches ground for corner

to sections 20, 21, 28 and 29, marked with 4 notches on E,
and 2 notches on 8. edges.

Raise a mound of rocks 2 feet base 1} feet high W. of corner,
Pits impracticable,

—-—df‘“

North 0° 2! W, on true line between sections 20 and 21,
Through dense brushs |

Gulch 100 feet deep, course E.

Set rock 18 x 12 x 8 inches, 12 inches in ground for gquarter
section corner marked & on W. face,

Raise a mound of rocks 2 feet base, 1} feet high W. of corner.
Pits impracticable, ‘

Bank of ravine 100 feet deep, course E.

Across ravines

Gulch 100 links wide, course 8. K.




80,00

13.00

38.00
39.00
40,00

80400

Te 3 N., Re 14 W., S. B. M,

Set rock 12 x 8 x 6 inches & inches in ground for corner of
sections 16, 17, 20 and 21, marked 4 notches on E. and 3
notches on S. edges. Ralse a mound of rocks 2 feet base 1}
feet high W. of corner.

Pits impracticable.

Land mountainous. 8oil rocky. MNountainous land &0.00 chs.

North 0° 2! W, on true line between sections 16 and 17.

Ascend through brush,

Top of high mountain separating Little Tujunga from Pacoima
Oreek 2500 feet above the creeks. Forest Rangers trail along
summit, course E. and W. Descends - —

Foot of mountain and Pacoima Creek, water 5 links wide, course W,
Road course E. and W,

Set a rock 16 x 10 x 12 inches in ground for quarter section oor=
ner marked ¢ on W, face from which

A Cottonwood 30 inches in diameter bears S. 38° W.
145 1links distant marked 4 8 17 B T.

An Oak tree 30 inches in diameter bears N. 450 K,
g0 lirke distant marked ¢ 8 16 B T.

Raise a mound of rocks 3 feet béae, 2 feet high W, of corner
Joseph Hutchins house bears N. E. about 2,00 éhains distant,
Ascend rough mountaine

Set rock 20 x 12 x & inches 15 inches in ground for corner of
sections &, 9, 16 and 17, marked with L notches on 8. and E.
edges. Raise a mound of rocke 2 feet base, li feet high W. of
corner, Pits impracticable, On side of mountain facing S.E.
Oak and sycamore timber along creek.

Mountainous land 80,00 chainss

June 21 at &h Om l.m.te set off 34e 20* on lat, arc. 23° 28°%

North on decl. arc and determine a true meridian with




30.70

524 50
66400

80,00

80400

T. 3 N., Re 14 W., 8. B. M

the golar at the corner of sections 8, 9, 16 and 17 and
run thence

North QO° 2% W, on true line between sections & and Je
Ascend rough mountain,

Spur descending 8. E.

Set rock 20 x 15 x 6 inches 15 inches in ground for quarter
section corner marked & on W. face,

Raise a mound of rocks 2 feet base, 1k feet high W. of cormer,
Pits impracticable,

On side of mountain facing 8. E.

Canyon 50 links wide, course S. E.

" Gummit of mountain between Sand Canyon and Pacoima 2000 feet

above Pacoima Creek., Course E. and W.
Descend,

Set rock 15 x 10 x & inches 10 inches in ground for corner to

gections 4, 5, & and 9 marked with 5 notches on 8. and 4 notches

on E. edges. Raise mound of rock 3% feet base, 2k feet high W
of corner. Pits impracticable.

On small spur descending N. E. into sald Cgnyon.

S80il rocky. No timber, Mountainous land &0,00 chalnss

North O° 3! W. on true line between sections 29 and 30.
Ascend through brushe

get a rock 18 x 10 x 10 inches 12 inches in the ground for
corner to sections 19, 20, 29 and 30 marked with 5 notches
on E. and 2 notches on 8. edges. Raise a mound of rocks 3

feet base 2 feet high W, of corner, Pits impracticables

North &9° 56! E, on random line between sections 20 and 29




40.00
80.10

15.00
40,05

50+ 00
T4 00
80.10

15.00
25.00
40.00

46.50
59.00

804,00

To 3 N., Ro 1’4’ ‘o, 80 Bo ut

Set temporary quarter section cornere

Intersect N, & S. line 20 links N. of coTrner.

North &9°¢ 55! W, on true line between sections 20 and 29,
Asdend through brushe

Low saddle between two high mountains. Deacend,

Set a rock 1 x 12 x 10 inches 10 inches in ground for quarter
gection corner marked ¢ on N. face.

Raise s mound of rocks 3% feet base, 2 feet high N. of corner
from which Keneey's house bears 8. 18° W. about 35 ch&ins
distant, Pits impracticables

On spur descending S. W.

Gulch course 8. Ascend rough mountaine.

Top of spur 500 feet above gulch. Descending S.

Corner of sections 19, 20, 29 and 30s

Land mountalnous. S8oil rockye

Mountainous land 80.10 chains. June 22, 1902.

June 23 at 3h Om A.M. l.m.te I set off 34e 20' on lat. arc
230 27% N, on decl. arc. and determine a true meridian with
the solar at the corner of sections 19, 20, 29 and 30. Thence
I run |

North 0° 3% W, on true line between sections 19 and 20.
Ascend.

Top of ridge course K. and W. 500 feet above section corners
Commence to ascend.

get rTock 18 x 10 x & inches 12 inches in the ground for quarter
section corner marked 4 on W. face. '

Raise a mound of rocks'3 feet base, 2 feet high W, of corner.
Pits impracticables

Gulch 50 links wide, Course S. We

Forest Rngers trail on summit of mountain. Course E. and We

Descend through dense brudhe
An Oak itree 10 inches in diameter for corner of gections

-7 -




40,00
7990

14,00

39495

Te 3 No, R. 1}'" Wo, Se Be Mo

17, 18, 19 and 20, I mark

T 3 N 8 17 on NE.

R 1t WS 20 on SE,.

8 19 6n W,

8 18 on NW.
sides with 3 notches on 8. and 5 notches oﬁ E. sldes from
which

An oak 10 inches diameter bears K. 20° W. 10 links
distant marked T3 NR 14 WS 18 B T

An oak 10 inches in diameter bears S. U5° W. 7 links
distant marked T 3 NR 14 WS 19 B T

An oak U inches in diameter bears 8. 35° K & links
distant marked T 3 NR 14 W8 20 B T

An oak 3 inches in diameter bears N. 80° E. 12 links
distant marked T 3 NR 14 ¥ 8 17 B T

Land mountainous add covered with brush. S8eil rocky.

Mountainous land, 8000 chains.

South &0 55' E, on random line between sections 17 and 20

Set temporary quarter section corners

Intersect E. and W. line 30 links 8. of corner of sections
16, 17, 20 and 21, from which I run |
South &9° 52t W, on true line between sections 17 and 20

“Ascend through dense brush.

Forest Rangerts trail on summit of mountain.

Course N. and 8.

Thence along H. slope of mountain,

A White Oak 10 inches in diameter for qﬁarter section corner
I mark & 8 17 on N. 20 on S sides from which

A White Oak & inches in diameter bears N, 1° E, 10
links distant marked 4 8 17 B T

A White Oak 14 inches in diameter bears 8. 8&° L. 15
links distant marked 4 8 20 B T




7990

17.00
40,00

h7.00

69400

69.50
€0.00

T 3 N., R. 14 W., S. B. Ma

Corner of sections 17, 18, 19 and 20.
Land covered with rocks and brush.

Mountainous land, 79.90 chains.
~June 23, 1902,

June 24 at &h Om. A, M. lem.te set off 34o 22! on lat. arec
239 27' N. on decl. arc and determine a true meridian at
the corner to sections 17, 18, 19 and 20y from which I run
North 0® 3% ¥, on true line between sections 17 and 18,
Descend through brushe
Timbered ravine 200 links wide. Course W. Ascend.
The place for quarter section corner being unsuitable for
corner I proceed along line.
Set rock 20 x 8 x 8 inches 15 inches in ground for witness
quarter section corner marked W C ¢ on W. side. Raise mound
of rocks 4 feet base, 3 feet high W. of corner. Pits imprace
ticable,
On top of ridge, course E. and W,
Pacoima Creek water 5 links wide, course W. 1500 fest below
summit of mountaine
Road course E. and W. Ascend.
Set cottonwood post 3 feet long 3 inches square 24 inches in
the ground for corner of sections 7, &, 17 and 18 marked
T3N88onkKNE
R4 W8 1l7 on 8 E
818 on8W S 7 on N W faces
with 4 notches on S.and 5 notches on E, edges.
I dig pits 18 x 1& x 12 inches in each section 5k feet.
Raise mound of earth Uk feet base, 13 feet high W. of corner.
Land mountainous and covered with brush.

Osk timber in ravine and along Pacoima (Cresk,




40.00
80.15

8.50

13.50
39.00
40.07

6. 00
70+00
80.15

40,00

48,00
78,00

To 3 No, Ro 11" ‘o, 8. Be I«-

Mountainous land 80,00 chains,

North 890 52! E., on random line between sections & and 17,
Set temporary quarter section corner.

Intersect N, and S8, line 16 links S. of corner of sections
8, 9, 16 and 17. Thence I run

South 89 45t W, on true line between sections 8 and 17.
Along 8. slope of rough mountain. Ascend.

Spur descending S.

Canyon 50 links wide, course 8,

Spur descending £

Set rock 18 x 10 x 8 inches 12 inches in ground for quarter

. section corner marked 4 on N. face

Raise mound of rocks 4 feet base, 3 feet high N. of corner.
Canyon 50 links wide, course 8.

Spur descending S.

corner of sections 7, 8, 17 and 18,

Land mountainous. 8o0il rocky.

Mountainous and 80,15 chainse

June 24, 1902

June 27 at 9h Om A.M. l.m.ts I set off 34e 22% on lat, arc'
230 22% N. on decl, arc and determine a true meridian at the
corner of sections 7, 8, 17 and 1&.

Thence I Tun

North 0° 3% W, on a true line between sections 7 and 8,
Ascend rough mountain.

Set rock 1i x & x 6 inches 10 inches in ground for quarter
section corner marked & on W, face.

Raise a mound of 4 feet base, 3 feet high W. of corner.
Summit of mountain. Course E. and W.

The place for corner will fall on steep slide.

Erect witness corner at this point,

Set rock 16 x 10 x & inches 10 inches in the ground

for witness corner for sections 5, 6, 7 and & marked
- 10 -




80,00

40,00
80420

1.00
36.00
10,10

45,00
5700
76.00
80,20

W C on NE face 5 notches on E.and 5 notches on 8. edges.

Raise a mound of rock 4 feet base, 24 feet high W. of corner.
Pits impracticable. On rocky point facing N,
Place for section corner. Soil rockye.

Mountainous land 80.00 chaina.

North 89° 45t E. on random line between sections 5 and 8,

Set temporary quarter section corner.

Corner of sections 4, 5, & and Se

Thence I run

South £9¢ U5' W. on true line between sections 5 and Be

Along N, slope of rough mountein.

Top of ridge descending N. E.

Canyon 50 links wide, course N,

get rock 18 x 10 x & inches 10 inoches in ground for quarter

gection corner marked ¢ on N. face.

Raise mound of rocks 2 feet base, 1% feet high N. of corner,

Pits impracticable.

gpur descending N.

Canyon 50 lks., wide course N, E.

gpur descending N, E.

Place for corner of sections 5, 6, 7 and &

Soil rocky. No timbers Mountainous land 80.20 chainse
June 27, 1902

July 13 at %h Om A.M. l.m.ts I set off 4o 20t on lat. arc
and 21° 55t N. on the decl. arc and determine a true meridian
with the solar at the corner of sections 19, 20, 29 and 30

Thence I run




10,00
83.00

43,00

55+ 00
61.00

7300
81,00
83,00

40,00

45.00
72.75

73425
85490

T. 3 No, Re 14 W., 8. B. M.

North &9° L5t W, on random line between sections 19 and 30
Set temporary quarter section corner,

Intersect range 5 links N. of corner to sections 19, 24, 25
and 30,

Thence I run

South 89¢ 47t E, on true line between sections 19 and 30.
Ascend through brush.

Set a rock 18 x 12 x & inches 12 inches in ground for quarter
section corner marked'& on N, face. Ralse a mound of rocks 3
feet base, 2 feet high N. of corner. Pits impracticable,
Spur descending S.

Gully 10 links wide course &,

Spur descending S. 1000 above sectlion cormer,

Deep rocky gulch 300 feet below top of spur,

Corner to sections 19, 20, %9 and 30«

Land mountainous and covered with rocks and brush.

Mountainous land 83,00 chainss.

From corner to sections 17, 18, 19 and 20.

West on true line between sections 18 and 19.

Through dense brush along N. slope of mountain.

Set a rock 14 x 12 x Y4 inches 10 inches in ground for quarter
section corner marked & on N. face. Raise a mound of rocks 3}
ft, base, 2 ft. high N, of corner. Pits impracticable.

Leave brush and commence to descend precipitous side of Pacoima Cn.
Pacoima Oreek water 5 links wide, 1500 feet below quarter section
corner. Course 8.

Road course N, and S. Ascend rough and steep mountain,

Intersect range line at a point from which witness corner to sec—

tions 13 and 2L bears 8. 2° E. 1U4.25 chains distante

- 12 -




6450
14,75
410,00

50400
52,50
53450
56.00
79.00
88,40

To 3 No’ R. 1"" 'o, So B. M.

Set a rock 16 x 10 x & inches 10 inches in ground for closing
corner to sections 1% and 19, marked C C on E. face with 3
grooves on N, and 8., faces, Raise a mound of rocks 3 feet
bagse, 2 feet high E. of corner. Pits impractiocable,

Land mountainous and brushy.

Mountainous land 85,90 chainse

West on true line between sections 7 and 18,
Over a succession of sandstone ridges and through dense brush,
Gully 10 links wide, course £.
Canyon 25 links wide, course S.
Set an alder post 3 feet long, U4 inches square, 84 inches in the
ground for quarter section corner marked ¢ 87 on N. and 18 on S,
faces, ‘
Dig pits 18 x 18 x 12 inches on line E., and W. of post 3 feet dis-
tant, Raige a mound of earth 4} feet base, 14 feet high N. of corner,
S8pur descending S. K.
Gully course 8. K.
Spur descending S. Ees
Canyon course 8. E. Ascend precipitous side of mountain,
Top of mountain; thence along top of ridge. Course E. and W.
Intersect range line at a point from which corner to section
12 and 13 bears N. 2° W. 320 links distamte. 8Set rock 18 x 10 x 6
inches, 12 inches in the ground for closing corner to sections 7
and 18, marked
0 C on E, face with 2 grooves on N. and 4 grooves on 8. faces.
Reise a mound of rocks 3 feet base, 2 feet high E. of corner.
Pits impracticable.

Land mountainous. 801l rocky.

- 13 .




9.00

40,00

78,00

79.00
90,00
91,10

T« 3 No, Ro 14 W., 8. B, Me

Covered with brush.

Mountainoue land 88,40 chainse

pECT—

July 14 2h Om P.M. l.m.t. I set off 34e 23' on lat. arc 21o 4t
N. on decl, arc and determine a true meridian with the solar at
point for corner to sections 5, 6, 7 and 8,
Thence I run
West on true line between sections 6 and 7.
Ascend,
Top of ridge. Course NW. and SE. A spur fromthies ridge branches
off at this point in a westerly direction.
Descend along the southerly slope of this spur,.
Set a rock 24 x 6 x 6 inches, 18 inches in ground for quarter
section corner marked 4 on N. face. Raise a mound of rockse 3%
feet base, 2 feet high N, of corner. Pits impracticable,
This corner is on top of small spur descending S. and about 200
links 8. of main spur.
Bear Canyon 150 links wide course N. W. 1200 feet below section
corner, .
A lone fir tree 20 inches in diameter about 20 feet N. of line.
Ascend rocky spure
Top of spur,
Ridge, course N, and 8.
Intersect range line at a point from which corner to sections 1
and 12 bears N. 2° W. 450 links distant.
Set an oak post 3 feet long, 4 inches square, 24 inches in ground
for closing corner to gections 6 and 7 marked
COT3NR14WonkE
S6onK 87 on S, faces with 1 groove
on N. and 5 grooves on S, faces. Dig pits crosswige on each
line N, and 8. 3 feet and E. of post 7 feet distante Railse a
mound of earth and rock U4 ft. base, 1} ft. high E. of corner,




T. 3 N., R. 14 %., S. B. M.

S80il rocky. XNo timber.
Mountainous land 91,10 chains,
July 14, 1902,




